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20-FT25 FLANGE TRIMMER PARTS BREAKDOWI

Ref. Description Part number 41 |Assembly pin G108
1 [Lever NGO9H880 42 [Assembly Allen key G109
2 |Stopper NGO97260 43 |Twist Throttle assembly TWIST
3 |Stopper spring NG39B250
4 |Throttle pin NGGOH310 Important
5 |Lever spring pin SNP325
6 |Throttle bush NGGOH270 Please read these instructions before using
7 |Stopper spring pin SNP318 your 20-FT25 Diatrim Flange Trimmer
8 |Inlet bush IG7H020
9 |Handle NGO9H550 Check tool thoroughly and make sure blade has
10 [Rubber ball RBO350 not been bent during shipment, turns freely and is
11 ["O"ring ORBP12 securely attached to the air motor spindle.
12 |Throttle spring YGO3B210 It is important that a filter / regulator / lubricator be
13 |Throttle plug NGGOH360 | located as near as possible to the trimmer(s)
14 |Air connector NGO9HO050 being used. Ensure that the air from the
15 [Lock nut NGO97900 compressor is directed through the filter / regulator
16 [Needle bearing BN81515 first, then through the lubricator.
17 |Rotor bush G50235
18 |Top plate G50227 1- Filter :
19 [Cylinder G50201 Will remove dirt, moisture, etc. from
20 [Rotor G50234 the air
21 [Vanes (set of 4) G50241
22 |Stud key K1337 2 - Regulator :
23 |Ball bearing B62977 Should be set at 90-100 PSI (not higher).
24 |Bottom plate G50229 Pressure should be checked at the tool
25 |Rotor washer G50237 inlet while tool is running.
26 |Rotor gear G50238
27 |Rotor case G50233 3 - Lubricator :
28 |Plug PRPS10 Fill with good quality air tool oil (SAE5).
29 |Needle bearing BN81515 Properly lubricating tools can extend
30 [Snapring SRRS11 tool life up to five times. Set lubricator
31 [Spindle washer WL11552 to release 3-4 drops of oil per minute
32 |Spindle gear G50504 info airline of tool.
33 |Ball bearing B63017Z
34 |Spindle G50502
35 |Stud key K1448 DIATRIM reccomends that you use a minimum air
36 |Stud key K1446 hose size of 3/8"1.D. Air hose length, from
37 |Spindle case nut G50503 lubricator to tool, should not exceed 30 feet.
38 |Flange ERO06
39 |20-F125 attachement BA15
40 [Cap screw CS820
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